-~ New Grade Line

New Retaining Wall
S.N. 016-W882

M.S.E. Wall

Back Face
of Wall

Geotechnical Filter Fabric
(Included in the Cost of Pipe
Underdrains for Structures, 6")

CA-5 or CA-7 (included in the

Spread Footing —
From Sta 111+25.00
to Sta 112+50.00

Metal Pile
Shell

Varies 2" Min
from 7-0" to 8-0"  1-0" Max

TYPICAL SECTION RETAINING WALL S.N. 0l6-W886
STA 111+25.00 TO STA 113+75.00

(Looking North)

~— B & PGL S. Wentworth Ave.

STATE OF ILLINOIS RTEN|  SECTION | CounTY | SReT
DEPARTMENT OF TRANSPORTATION 90/9412021-922PT.1-AC| COOK 460 232
STA. 10 STA.
-3 F_@ & PGL 3. Wentworth Ave. FED. ROAD DIST. N0, 1 [ILLINOIS| FED. AID PROJECT
J Varies 120" , 62693
S . (1-0" Min.) Traffic Lane
R~ Rustication
T/Fluted N Finish i, Concrete Median Surface
Parapet M - Back . (5" Modified) Temporary
é / Face | (See Roadway Plans) Barrier
N - Existing Pavement New
T Wal N ] ' . Material / Pavement
) Front Face — Rz =S R . - Y S _L‘%
S Rustication Finish ~—-——- — : o N = T
S A A —
\‘; New Retaining B O
=~ Wall S.N. 016-W886._ _ <, A \.—— Temporary Soil Refention System
3 2 __,,——" ] : / or Temporary Sheet Piling
E :V- - - / ALY A
!*'@ & PGL NBAUX = N":_,—" . / _—— See Fipe Underdrain
N £ s - Detail in this Sheet
Modified Barri . E xisting e = .
oditied barrier | Ground Line \ T S Removal of Existing -1 .
R l - -~ Structure No. 5 7N < D S .
S ! 3 (Retaining Wall £-2) ~- 18"-9 Combined Sewer To Be Removed
R i Pt From Sta. 109+23.73 ’ . From Sta 112+88.00* to Sta 116+05.00+
T/Wall N Ramp 638 _,," To Sta. 113+73.11 J/ I ol See Section Below

NOTES:
1. For Fluted Parapet Details see Sheet RI9.

2.

For limits of Temporary Sheet Piling and/or
Soil Retention System see Sheet RIS.

For Chain Link Fence, 42" Attached to
Structure (Special) Details see Sheet SDI.

For Pile Details see Sheet SD7.
Work Sheets R5 and R6 fogsther.

Modified Barrier

) -
N ,——""Ramp 638 New Grade Line

T/Wall

|
|
|
|
|
|
i

- New Retaining Wall
S.N. 0l6-W882
Ends at Sta 114+71.81

CONSOER TOWNSEND ENVIRODYNE ENGINEERS, INC.
303 EAST WACKER DRIVE, SUITE €00
CHICAGD iLLINOIS 606015212, PHONE: (3/2) 938-0300

Temporary Soil
Retention System

Metal Pile
Shell

8-0" 2" Min.
1-0" Max.

%

LEGEND
W Structure Excavation

Cost of Pipe Underdrains for 13 ] Varies z-0 |
Structures, 6") —Rustication (r-0" Min.) Traffic Lane
~T/Fig = Finish | i
,/‘ ™~ : Concrete Medjan Surface
Pive U ) /C/ Flut efd Ny (5" Modified) Femporar
1+~ Pipe Underdrains . arape - (See Roadway Plans) porary
for Structures, 6 &l Front Barrier
=| Fron
T Wall E\J Face Existing Pavement New
IYP. UNDERDRAIN DETAIL Removal / Pavement .
BEHIND RETAINING WALL Rustication Finish———=f-<4 SC SZ SO S P e e T—ﬂ%
A i e —— =
o e
% ‘/_/,
RS -7 - See Pipe Underdrain
12777 New Retaining Detail in this Sheet
. -~ -
— B & PGL NBAUX SR Wall S.N. 016-W886 Varies
e % {!:A—N
Existing s T @ ;
. - |t | New 18"-¢ Combined Sewer
Ground Line  \ T e < hi ¢
- I Sl e \
/,/’ ;‘1_ = - F xigt. 18"-¢ Combined Sewer To Be Removed

SRR Porous Granular Embankment
W Removal of Existing Structures
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REVISIONS
NAME

IYPICAL SECTION RETAINING WALL S.N. 0I6-W886

STA 113+75.00 TO STA 115+75.00

(Looking North)

ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A.I, 90794 (DAN RYAN EXPRESSWAY)
TYPICAL SECTIONS
SOUTH WENTWORTH AVENUE RETAINING WALL
WEST 59TH STREET TO WEST 63RD STREET
SECTION 2021-922 PT.I-AC
STATION 111+25.00 TO 126+89.58
COOK COUNTY  SN. 0l6-W886
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